
next level testing

Steam Jet Tester LTA
For testing the adherence of paint on diff erent surfaces

EXACT



sweeping action horizontal sliding unit

next level testing
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Stationary or moving test

Individual
settings:

/ operating pressure (up to 140 bar)
/ test equipment temperature (up to 

70/80° C)
/ nozzle
/ nozzle distance
/ spraying angle
/ spraying duration 

That ś
typical
Walter!

One device for (nearly) all 
testing specifi cations
Many possibilities, always reproducible 

Technical data / scope of supply
Dimensions: W: 1138 x D: 730 x H: 2240 mm
Electrical connection: 400V / 50 Hz / 32A       
       (country-specifi c special version possible)

Pump unit, supply tank incl. heating, spraying cabinet and 
electronical control unit incl. touch panel installed in a stainless 
steel casing. Manufactured in conformity with the guidelines for 
liquid jets and safety devices according to VDE.

Various optional extras upon request:
/ devices for moving test
/ exhaust fan
/ laser pointer
/ fl ow meter
/ testing equipment for metering in litres
/ clamping devices for test pieces
/ special machines for automatic multiple testing with 2 – 3 axes

/ DIN EN ISO 16925
/ VW / Audi / Porsche
/ Mercedes / Daimler DBL
/ BMW
/ Renault / PSA

/ Volvo / Scania
/ Ford 
/ GM
/  MAN

Tested / certifi ed nozzles i.a. for:


